SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

The Accord SRS includes a driver’s airbag, located in the steering wheel hub. In addition, some KG and KE models,
and all KH models, have also a front passenger’s airbag located in the dashboard above the glove box. Information
necessary to safely service the SRS is included in this Shop Manual. ltems marked with an asterisk (*) on the con-
tents page include, or are located near, SRS components. Servicing, disassembling or replacing these items will
require special precautions and tools, and should therefore be done by an authorized Honda dealer.

A WARNING

® To avoid rendering the SRS inoperative, which could lead to personal injury or death in the event of a severe
frontal collision, all SRS service work must be performed by an authorized Honda dealer.

® Improper service procedures, including incorrect removal and installation of the SRS, could lead to personal
injury caused by unintentional activation of the airbags.

® All SRS electrical wiring harnesses are covered with yellow insulation. Related components are located in the
steering column, front console, dashboard, and dashboard lower panel, and, in the dashboard avove the glove
box. Do not use electrical test equipment on these circuits.



INTRODUCTION

How to Use This Manual

General Info

This supplement contains information for the 94 ACCORD AERO
DECK.

Refer to following shop manuals for service procedures and data not
included in this supplement.

Description Code No.
"9Z"ACCORD Shop Manuat-MAINTENANCE — T 62SV400~
FREPAR—and-CONSTRUETHON
94 ACCORD COUPE Shop Manual 62SV200
MAINTENANCE, REPAIR and
CONSTRUCTION

The first page of each section is marked with a black tab that lines
up with one of the thumb index tabs on this page. You can quickly
find the first page of each section without looking through a full ta-
ble of contents. The symbols printed at the top corner of each page
can also be used as a quick reference system.

Special Tools

Specifications

Maintenance

Engine

— Special Information

Indicates a strong possibility of severe personal injury
or loss of life if instructions are not followed.

CAUTION: Indicates a possibility of personal injury or equipment
damage if instructions are not followed.

NOTE: Gives helpful information.

CAUTION: Detailed descriptions of standard workshop procedures,
safety principles and service operations are not included. Please note
that this manual contains warnings and cautions against some specif-
ic service methods which could cause PERSONAL INJURY, damage
a vehicle or make it unsafe. Please understand that these warnings
cannot cover all conceivable ways in which service, whether or not
recommended by HONDA, might be done, or of the possible
hazardous consequences of every conceivable way, nor could
HONDA investigate all such ways. Anyone using service procedures
or tools, whether or not recommended by HONDA, must satisfy him-
self thoroughly that neither personal safety nor vehicle safety will
be jeopardized.

All information contained in this manual is based on the latest product
information available at the time of printing. We reserve the right
to make changes at any time without notice. No part of this publica-
tion may be reproduced, stored in retrieval system, or transmitted,
in any form by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of the
publisher. This includes text, figures and tables.
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Outline of Model Changes

European (KG, KE, KS) and KH Models

ITEM DESCRIPTION AEROS‘:)ECK REE'(E:T;:SSE
General ACCORD AERO DECK added ©) 1,3 4
Engine Exhaust pipe and muffler changed O 9
Suspension Rear dumper removal and installation changed O 18
Body ACCORD AERO DECK added O 20
Electrical ACCORD AERO DECK added O 23A
Supplemental DE-made SRS unit adopted o 23B
Restraint System (SRS)
NOTE: Refer to 94 ACCORD COUPE Shop Manual {Code No. 62SV200) for the items not shown.
WKQ) Model
ITEM DESCRIPTION AER(?;CK/ SEI(E:'?I‘EgI(\iE

General ACCORQ_AERO DECK added O 1,3, 4
Engine Changed

* Intake manifold O 9

« Exhaust pipe and muffler
Automatic Road test of F22B1 engine a
Transmission ! /déeﬂ/\ © 4
Suspension Rear dumle and installation changed O 18
Body ACCORD AERO DECK added o 20
Electrical ACCORD AERO DECK added O 23A
g%sﬂs) DE-made SRS unit adopted o 238

/I(OTE: Refer to 94 ACCORD Shop Manual (Code No. 62SV400) for the items not shown.
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Chassis and Engine Numbers
European and KQ models

Vehicle Identification Number
[‘ 1THGCE17400A000001
FADUADDVLY

Manufacturer, Make and (
Type of Vehicle

1HG: HONDA OF AMERICA
MFG., INC., U.S.A.
HONDA Passenger car
Line, Body and Engine Type
CE1: ACCORD AERO DECK/
F22B1, F22B5
CE2: ACCORD AERO DECK/F20B3
Body Type and Transmission Type ——
7: 5-door Wagon/5-speed Manual
8: 6-door Wagon/4-speed Automatic
Vehicle Grade (Series)
2: 2.0i LS
3: 2.0i LS
4: 2.0i LS with sunroof and ABS
2.2i LS
5: 2.0i ES
2.2i ES
6: 2.2i ES with driver and front
passenger SRS airbag system
7: VTi
Fixed Code
Auxiliary Number
Factory Code
A: Ohio Factory in U.S.A. (Marysville)
Serial Number

KH model

— Vehicle Identification Number

Engine Number
F20B3-1000001

Engine Type
F20B3: 2.0 £ SOHC Sequential Multiport
Fuel-injected engine with CATA
[European (KG, KE, KS) models]
F22B1: 2.2 £ SOHC VTEC Sequential
Multiport Fuel-injected engine with
CATA [Australian (KQ) model]
F22B5: 2.2 £ SOHC Sequential Multiport
Fuel-injected engine with CATA
[European (KG, KE, KS) models]
Serial Number
F20B3, F22B5: 1000001 ~
F22B1: 1800001 ~

1HGCE172*RA000001

Manufacturer, Make and
Type of Vehicle

1HG: HONDA OF AMERICA
MFG., INC., U.S.A.
HONDA Passenger car
Line, Body and Engine Type
CE1: ACCORD AERO DECK/
F22B1 and F22B2
Body Type and Transmission Type
7: Wagon/5-speed Manual
8: Wagon/4-speed Automatic
Vehicle Grade (Series)
2: LX
9: EX
Check Digit
Model Year
R: 1994
Factory Code
A: Ohio Factory in U.S.A. (Marysville)
Serial Number

1-2

Transmission Number

P2A4-5000001
Transmission Type

P2A4: Manual for F22B1 engine
P2C4: Manual for F20B3, F22B5 engines
MPOA: Automatic

Serial Number
P2A4, P2C4: 5000001 ~
MPOA: 1000001 ~

Engine Number
F22B1-1400001

Engine Type ]

F22B1: 2.2 £ SOHC VTEC Sequential
Muitiport Fuel-injected engine
with CATA

F22B2: 2.2 £ SOHC Sequential Mulitiport
Fuel-injected engine with CATA

Serial Number

Transmission Number

P2A5-1000001

2100

Transmission Type
P2A5: Manual with F22B2 engine
P2U5: Manual with F22B1 engine
MPOA: Automatic

Serial Number
P2A5, P2U5: 5000001 ~
MPOA: 1000001 ~




GRADE | APPLICABLE |TRANSMISSION| VEHICLE IDENTIFICATION ENGINE TRANSMISSION
NAME | AREA CODE TYPE NUMBER NUMBER NUMBER
KE 5MT THGCE27200A000001 ~ F20B3-1000001~ | P264-500000T="
. AAFT——TTHGCEZ8200A000001 ~ F20B3-1000001 ~ MPOA-1000001 ~
5 0I LS e 5MT THGCE27300A000001 ~ F20B3-1000001 ~ P2C4-5000001 ~
5MT THGCE27400A000001 ~ F20B3-1000001 ~ P2C4-5000001 ~
Ks 5MT THGCE27300A000001 ~ | F20B3-100000+~——7TP2C4-5000001 ~
L BMT— T THGCE27400A000001 ~ F20B3-1000001 ~ P2C4-5000001 ~
kG 5SMT 1HGCE27500A000001 ~ F20B3-1000001 ~ P2C4-5000001 ~
5 01 ES aAT 1HGCE28500A000001 ~ F20B3-1000001 ~ MPOA-1000001 ~
<E 5MT 1HGCE27500A000001 ~ F20B3-100000+————P2C4-5000001 ~
| AAT ———+HGCEZS500A000001 ~ F20B3-1000001 ~ MPOA-1000001 ~
5 2i LS ‘G 5MT 1HGCE17400A000001 ~ F22B5-1000001 ~ P2C4-5000001 ~
4AT 1HGCE18400A000001 ~ F22B5-1000001 ~ MPOA-1000001 ~
5MT 1HGCE17500A000001 ~ F22B5-1000001 ~ P2C4-5000001 ~
‘G 4AT 1HGCE18500A000001 ~ F22B5-1000001 ~ MPOA-1000001 ~
BMT 1HGCE17600A000001 ~ F22B5-1000001 ~ P2C4-5000001 ~
5 91 ES 4AT 1HGCE18600A000001 ~ F22B5-1000001 ~ MPOA-1000001 ~
‘s 5MT 1HGCE17500A000001 ~ | _F22B5-1000004———P2C4-5000001 ~
__ AAT ————tHGCETB500A000001 ~ F22B5-1000001 ~ MPOA-1000001 ~
CE BMT 1HGCE17600A000001 ~ F22B5-100000+————P2C4-5000001 ~
| AAF— GTET8600A000001 ~ F22B5-1000001 ~ MPOA-1000001 ~
T a 5MT 1HGCE17700A000001 ~ F2281-1800001~ | —P2A4500000T~
. AAF———TTHGCETS700A000001 ~ F22B1-1800001 ~ MPOA-1000001 ~
x ‘u BMT 1HGCE172*RA000001 ~ F - —P2ZA5-5000001 ~
| ———4AT— THGCE182*RA000001 ~ F22B2-1400001 ~ MPOA-1000001 ~
Ex H 5MT 1HGCE179*RA000001 ~ F . —P205-5000001 ~
THGCE189*RA000001 ~ F22B1-1400001 ~ MPOA-1000001 ~
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Warning/Caution Label Locations

A: CABLE REEL CAUTION

REFER TO SERVICE (SHOP) MANUAL FOR DETAILED IN-
STRUCTIONS.

POUR LES INSTRUCTIONS DETAILL'EES, SE REPORTER AU
MANUEL DE REPARATIONS.

AUSFU HRLICHE ANWEISUNGEN SIND DEM WERK-
STATTHNBUCH ZU ENTNEMEN.

RAADPLEEG HET WERKPLAATSHANDBOEK VOOR NA-
DERE AANWIJZINGEN.

kWit —E xR P S MRE T 3.

KS model:

® DANGER
EXPLOSIVE/FLAMMABLE POISON

REFER TO THE SHOP MANUAL.
® FARLIGT

EXPLOIVT/LATTANTANDLIGT GIFTIGT SE VERKSTADS-
HANDBOKEN.
® VAARA

HELPOSTI RAJAHTAVA/SYTTYVA MYRKKY GIFT KAT-
SO TYOKASIKIRJAA. .
3pudiie @
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B: DRIVER MODULE DANGER
Except KS model:

C: DRIVER MODULE WARNING

Except KS model:

® DANGER
EXPLOSIVE/FLAMMABLE

POISON
REFER TO SHOP MANUAL.
® DANGER
EXPLOSIF ET INFLAMMABLE
POISON
SE REPORTER AU MANUEL D’'ATELIER.
® GEFAHR
EXPLOSIV/ENTZUNDBAR
GIFT
WERKSTATTHANDBUCH LESEN.
® GEVAAR
EXPLOSIEGEVAAR/BRANDBAAR
GIFTIG
LEES HET WERKPLAATSHANDBOEK.

WARNING

® REFER TO THE SHOP MANUAL.

® SE REPORTER AU MANUEL D’ATELIER.
® WERKSTATTHANDBUCH LESEN.

® LEES HET WERKPLAATSHANDBOEK.

KS model:

WARNING

® REFER TO THE SHOP MANUAL.

® SE VERKSTADSHANDBOKEN.

@ KATSO TYOKASIKIRJAA.

3 A1yl Jado QS &a )0 9255 Olaglall Ho i3t @

& yodt

{cont’d)
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Warning/Caution Label Locations

— (cont’d)

D: BAM INFLATOR LABEL (Driver)
KG, KE, KQ only
Morton International, Inc. manufactured inflator:

AIR BAG GAS GENERATOR UT11600

MORTON INTERNATIONAL, INC.

OGDEN UT. USA

HERSTELLUNGSJAHR: 1992

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT1-0388

DER GASGENERATOR DARF NUR FUR INSASSENRUCK-

HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE

MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS

DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-

GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY

CONTAINS BE INSTALLED IN VEHICLES EQUIPPED

FLAMMABLE WITH THE AIRBAG SYSTEM.

SOLIDS THE GAS GENERATOR IS TO BE IN-

US DOT-E-8214 STALLED AND/OR DISASSEMBLED

ONLY BY TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE
CONTENT INSTALLE QUE SUR DES VEHICULES
DE EQUIPES D'UN SYSTEME AIRBAG. LE
SOLIDES MONTAGE ET LE DEMONTAGE DU
FLAMMABLE GENERATEUR DE GAZ NE PEUT ETRE

US DOT-E-8214 EFFECTUE QUE PAR UN PERSONNEL
QUALIFIE.

TRW Safety Systems manufactured inflator:

AIR BAG GAS GENERATOR

TRW SAFETY SYSTEMS/MESA

HERSTELLUNGSJAHR:

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT+-0538

DER GASGENERATOR DARF NUR FUR INSASSENRUCK-

HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE

MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS

DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-

GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY BE

CONTAINS INSTALLED IN VEHICLES EQUIPPED

FLAMMABLE WITH THE AIRBAG SYSTEM.

SOLIDS THE GAS GENERATOR IS TO BE IN-

US DOT-E8236 STALLED AND/OR DISASSEMBLED ONLY

BY TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE
CONTENT INSTALLE QUE SUR DES VEHICULES
DE EQUIPES D'UN SYSTEME AIRBAG. LE
SOLIDES MONTAGE ET LE DEMONTAGE DU

FLAMMABLE GENERATEUR DE GAZ NE PEUT ETRE EF-
US DOT-E-8236 FECTUE QUE PAR UN PERSONNEL
QUALIFIE.

ISI manufactured inflator:

AIR BAG GAS GENERATOR GG7-100

ISl

HERSTELLUNGSJAHR: 1993

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT1-0469

DER GASGENERATOR DARF NUR FUR INSASSENRUCK-

HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE

MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS

DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-

GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY BE

CONTAINS INSTALLED IN VEHICLES EQUIPPED

FLAMMALE WITH THE AIRBAG SYSTEM.

SOLIDS THE GAS GENERATOR IS TO BE IN-

US DOT-E9066 STALLED AND/OR DISASSEMBLED ONLY

BY TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE
CONTENT INSTALLE QUE SUR DES VEHICULES
DE EQUIPES D'UN SYSTEME AIRBAG. LE
SOLIDES MONTAGE ET LE DEMONTAGE DU

FLAMMABLE GENERATEUR DE GAZ NE PEUT ETRE EF-
US DOT-E9066 FECTUE QUE PAR UN PERSONNEL
QUALIFIE.

E: STEERING WHEEL WARNING
Except KS model:

WARNING SRS

® REFER TO THE SHOP MANUAL.

® SE REPORTER AU MANUEL D'ATELIER.
® WERKSTATTHANDBUCH LESEN.

® LEES HET WERKPLAATSHANDBOEK.

KS model:

WARNING

® REFER TO THE SHOP MANUAL.

® SE VERKSTADSHANDBOKEN.

® KATSO TYOKASIKIRJAA.

@ plaSiuyl Jads cuilS Eaxl )0 9> 0 Dlaglali o an it @
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Label D and E locations: Refer to page 1-5.
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Warning/Caution Label Locations

— {(cont’d)

F: SRS WARNING (HOOD)
Except KQ, KS models:

KQ model:

WARNING

® THIS VEHICLE IS EQUIPPED WITH AN AIRBAG SYSTEM
AS A SUPPLEMENTAL RESTRAINT SYSTEM. (SRS)
ALL S.R.S. ELECTRICAL WIRING AND CONNECTORS
ARE COLORED YELLOW.
DO NOT USE ELECTRICAL TEST EQUIPMENT ON THESE
CIRCUITS.
TAMPERING WITH OR DISCONNECTING THE S.R.S.
WIRING COULD RESULT IN ACCIDENTAL FIRING OF THE
INFLATOR OR MAKE THE SYSTEM INOPERATIVE
WHICH MAY RESULT IN SERIOUS INJURY.

SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

THIS VEHICLE IS EQUIPPED WITH A DRIVER SIDE AIRBAG.
ALL SRS ELECTRICAL WIRING AND CONNECTORS ARE
COLORED YELLOW.

TAMPERING WITH, DISCONNECTING OR USING ELECTRI-
CAL TEST EQUIPMENT ON THE SRS WIRING CAN MAKE
THE SYSTEM INOPERATIVE OR CAUSE ACCIDENTAL FIR-
ING OF THE INFLATOR.

ATTENTION

® CE VEHICULE EST EQUIPE D'UN COUSSIN D’AIR DU
COTE CONDUCTEUR QUI CONSTITUE UN SYSTEME DE
RETEUNUE COMPLEMENTAIRE (S.R.S.).
TOUS LES FILS ET CONNECTEURS ELECTRIQUES DU
SYSTEME DE RETENUE COMPLEMENTAIRE (S.R.S.)
SONT DE COULEUR JAUNE. N'UTILISEZ PAS UN
EQUIPEMENT D’ESSAIS ELECTRIQUES SUR CES CIR-
CUITS. NE TOUCHEZ PAS ET NE DEBRANCHEZ PAS LES
FILS DU SYSTEME S.R.S. CAR CECI POURRAIT DE
TRADUIRE PAR LE DECLENCHEMENT ACCIDENTEL DU
GONFLEUR OU RENDRE LE SYSTEME INOPERANT ET
VOUS EXPOSER AINS! A DE GRAVES BLESSURES.

/\ WARNING

THE AIRBAG INFLATOR IS EXPLOSIVE AND, IF ACCIDEN-
TALLY DEPLOYED, CAN SERIOUSLY HURT YOU.
FOLLOW SERVICE MANUAL INSTRUCTIONS CAREFULLY.

KS model:

WARNUNG

® DIESES FAHRZEUG IST MIT EINEM FAHRER-AIRBAG
(SRS) AIS ZUSATZLICHEM RUCKHALTESYSTEM AUS-
GERUSTET.
ALLE ELEKTRISCHEN KABEL, SOWIE DIE ZUGEHORIGEN
STECKVERBINDER DES S.R.S.-SYSTEMS SIND IN GEL-
BER FARBE AUSGEFUHRT.
KEINE ELEKTRISCHEN PRUFGERATE AN DIE S.R.S.-
VERKABELUNG ANSCHLIEBEN.
VERANDERN ODER UNTERBRECHEN DER S.R.S.-
VERKABELUNG KANN UNKONTROLLIERTES ZUNDEN
DES GASGENERATORS AUSLOSEN. ODER DAS SYS-
TEM AUBER FUNKTION SETZEN. WAS ZU ERN-
STHAFTEN VERLETZUNGEN FUHREN KANN.

WARNING

@ THIS VEHICLE IS EQUIPPED WITH AN AIRBAG SYSTEM
AS A SUPPLEMENTAL RESTRAINT SYTEM. (SRS)
ALL S.R.S. ELECTRICAL WIRING AND CONNECTORS
ARE COLORED YELLOW.
DO NOT USE ELECTRICAL TEST EQUIPMENT ON THESE
CIRCUITS.
TAMPERING WITH OR DISCONNECTING THE S.R.S.
WIRING COULD RESULT IN ACCIDENTAL FIRING OF THE
INFLATOR OR MAKE THE SYSTEM INOPERATIVE,
WHICH MAY RESULT IN SERIOUS INJURY.

® VARNING
DETTA FORDON HAR EN LUFTKUDDE FOR FORAR-
SATET SOM ETT KOMPLETTERANDE SKYDDSSYTEM
(SRS).
SAMTLIGE ELLEDNINGAR OCH KONTAKTER | SRS-
SYSTEMENT AR GULFARGADE.
ANVAND INTE ELEKTRISK PROVUTRUSTNING FOR DES-
SA KRETSAR. OM DU ANDRAR ELLER LOSSAR EN SRS-
LEDNING KAN DET RESULTERAIEN OAVSIKTLIG UT-
LOSNING AV TRYCKPUMPEN ELLER GORA ATT SYS-
TEMET SLUTAR FUNGERA. DA KAN EN ALLVARLIG
OLYCKA UPPSTA.

WAARSCHUWING

® DIT VOERTUIG IS UITGERUST MET EEN LUCHTKUSSEN
AAN DE BESTUURDERSKANT ALS EXTRA BESCHER-
MING (S.R.S.).
ALLE ELEKTRISCHE LEIDINGEN EN AANSLUITINGEN
VAN DE S.R.S. ZIJN GEEL GEKLEURD. GEBRUIK GEEN
ELEKTRISCHE TESTAPPARATUUR VOOR DEZE CIR-
CUITS. KNOEIEN MET OF LOSKOPPELEN VAN DE S.R.S.
LEIDINGEN KAN LEIDEN TOT BRAND IN DE VULINRICHT-
ING OF TOT UITSCHAKELEN VAN HET SYSTEEM: DIT
KAN TOT ERNSTIGE ONGELUKKEN LEIDEN.

VAROITUS

® TASSA AUTOSSA ON YLIMAARAISENA TUKIJAR-
JESTELMANA AJAJAN ILMATYYNY. (SRS)
KAIKKI SRS-SAHKOJOHDOT JA -LITTIMET OVAT KEL-
TAISET.
ALA KAYTA SAHKOKOELAITTEITA NAISSA VIRTAPI-
IREISAA. SRS-JOHTOJEN TUKKEAMINEN TAI IRROT-
TAMINEN SAATTAA SYTYTTAA VAHINGOSSA
PUMPUN TAl TEHDA JARJESTELMAN KAYTTOKEL-
VOTTOMAKSI.
TASTA-TAAS SAATTAA AIHEUTUA VAKAVIA

VAURIOITA.

Label F location: Refer to page 1-7.







